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BACKGROUND AND PURPOSE: Endovascular coiling is a well-established therapy for treating intracra-
nial aneurysms. Nonetheless, postoperative hemodynamic changes induced by this therapy remain
not fully understood. The purpose of this work is to assess the influence of coil configuration and
packing density on intra-aneurysmal hemodynamics.

MATERIALS AND METHODS: Three 3D rotational angiography images of 3 intracranial aneurysms
before and after endovascular coiling were used. For each aneurysm, a 3D representation of the
vasculature was obtained after the segmentation of the images. Afterward, a virtual coiling
technique was used to treat the aneurysm geometries with coil models. The aneurysms were
coiled with 5 packing densities, and each was generated by using 3 coil configurations. Compu-
tational fluid dynamics analyses were carried out in both untreated and treated aneurysm geom-
etries. Statistical tests were performed to evaluate the relative effect of coil configuration on local
hemodynamics.

RESULTS: The intra-aneurysmal blood flow velocity and wall shear stress were diminished as packing
density increased. Aneurysmal flow velocity was reduced �50% due to the first inserted coils (packing
density �12%) but with a high dependency on coil configuration. Nonsignificant differences (P � .01)
were found in the hemodynamics due to coil configuration for high packing densities (near 30%). A
damping effect was observed on the intra-aneurysmal blood flow waveform after coiling.

CONCLUSIONS: Intra-aneurysmal hemodynamics are altered by coils. Coil configuration might reduce
its influence on intra-aneurysmal hemodynamics as the packing density increases until an insignificant
influence could be achieved for high packing densities.

ABBREVIATIONS: 3DRA � 3D rotational angiography; ANOVA � analysis of variance; CFD �
computational fluid dynamics; DSA � digital subtraction angiography; WSS � wall shear stress

Intracranial aneurysms are balloon-like dilations of arteries
often occurring at branching points in the circle of Willis. In

most cases, these stay asymptomatic and are only diagnosed
through medical imaging or after spontaneous rupture. Aneu-
rysm rupture typically leads to subarachnoid hemorrhage pro-
ducing rates of mortality of approximately 50%.1 The existing
therapeutic options seek isolating the aneurysm from the
bloodstream and preventing its rupture. The most important
therapies are surgical clipping and endovascular interven-
tions,2 such as coiling and stent placement.

Coiling has been the most popular endovascular option for
the last 15 years.1-3 This minimally invasive treatment consists
of the placement of biocompatible metal alloy coils to block
the blood flow into the aneurysm and to prevent rupture. Al-
though coiling is associated to lower mortality and morbidity

rates compared with surgical clipping,2 its outcome is not al-
ways predictable.1-5 Packing density is thought to have a
strong influence in postcoiling outcome, and usually the an-
eurysms are packed as dense as possible.6-8 Packing density is
defined as the ratio between the inserted coils and aneurysm
volume.

Moreover, the success of coiling is intimately related to the
biologic responses to hemodynamics inside the aneurysm.9

Certainly, CFD is an effective and well-accepted technique to
investigate intravascular hemodynamics in silico.10 However,
the use of this technique in the presence of endovascular coils
is still challenging, due to the geometric complexity of the
devices, their small size (diameters of 0.010 – 0.015 inch),11

and their unpredictable distribution inside the aneurysm.
To simulate the hemodynamics in coiled aneurysm geom-

etries, researchers have modeled explicitly the coils, including
straight12 or helical cylinders,13 big hollow spheres,14 or small
overlapping spheres along the axis of curved filaments.15

Other approaches assume that coils act as a porous medium
inside the aneurysm.16-19 Most of these studies have taken into
account the influence of packing density on the hemodynam-
ics. However, little is known about how coil configuration, ie,
the arrangement of coils inside the aneurysm, could affect the
blood flow. Recently, an in vitro experiment has studied qual-
itatively the influence of both coil configuration and packing
density, but only on near-wall flow.20 In addition, a CFD-
based study on an idealized sidewall aneurysm geometry
found that the orientation of helical coils has influence on
intra-aneurysmal hemodynamics.13

The purpose of this work is to qualitatively and quantita-
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tively assess the influence of coil configuration and packing
density on intra-aneurysmal hemodynamics. Three patient-
specific aneurysm geometries were virtually treated with coils,
and CFD simulations were performed in both untreated and
treated geometries. The main hypothesis behind our CFD ex-
periments was that intra-aneurysmal hemodynamics strongly
depend on the mechanical resistance produced by the coils as
was reported in the literature.21

Materials and Methods

Vascular Models
Three patient-specific aneurysms at different locations in the human

brain vasculature were chosen. The locations for cases 1, 2, and 3 were

respectively left internal carotid sinus, right middle cerebral artery

bifurcation, and basilar tip. All 3 cases were selected for treatment

with endovascular coils. 3DRA images of the aneurysms were ob-

tained by using an Integris System (Philips Healthcare, Best, the Neth-

erlands). The size of the images in voxels was 256 � 256 � 256, with

an FOV of 134.95 mm. A 3D representation of the luminal surfaces of

the vessels and aneurysms was obtained after segmentation of the

medical images by using an iso-intensity surface extraction approach.

Afterward, the extracted 3D geometries were cleaned, cropped, and

smoothed.22

Virtual Coiling
The 3 cases were treated by using a virtual coiling technique.23,24 This

technique was designed to place coil models inside aneurysm geom-

etries. The coils are characterized by their geometry, namely, wire

diameter and length.

Each coil is progressively placed by advancing its tip, which starts

from an initial position inside the aneurysm. The coil tip motion is

constrained by the aneurysm dome and its ostium. If the tip of the coil

is close to either the surface of the aneurysm or another coil previously

inserted, the tip smoothly changes its direction to remain inside the

aneurysm and to avoid collision with the other coils. When the coil tip

cannot move further because it is blocked by other coils previously

placed, the virtual coiling technique partially retracts and redirects the

tip toward another region. For a more detailed explanation of the

method, see the Appendix.

The technique sequentially places the coils inside the aneurysms

until the desired packing density is achieved. As a result, a plausible

representation of the distribution of the coils is produced as it could

be obtained after a real intervention (Fig 1).

This virtual coiling technique was used in our 3 cases. Five coil

packing densities were produced (Table 1). Packing densities were

calculated from the volumes of the 3D geometries. Also, for each

packing density, 3 coil configurations were generated and labeled as I,

II, and III. In this way, the influence of geometric dissimilarities due to

the coil configuration on intra-aneurysmal hemodynamics could be

evaluated.

Hemodynamic Modeling
To solve the governing equations of fluid flow, body-fitted unstruc-

tured tetrahedral meshes were generated with the vascular geometries

and coils by using the commercial software ANSYS ICEM CFD ver-

sion 11 (Ansys, Canonsburg, Pennsylvania). In the treated models,

the volumetric mesh near the coils was refined, and a convergence test

was performed to obtain mesh-independent CFD simulations. The

test criterion was set to be below 5% of differences of the averaged

WSS at the aneurysm between consecutive mesh refinements. Aver-

age WSS was found to fulfill this criterion when the coil cross-section

perimeter was enclosed with approximately 10 mesh elements.

These volumetric meshes were exported in ANSYS CFX version 11

(Ansys) for the CFD simulations. Blood was modeled as a Newtonian

fluid with viscosity of 0.00375 Pa � s. Flow was assumed to be lami-

nar and incompressible (blood density of 1060 kg/m3). Vessel wall

and coil surfaces were imposed to be rigid with no-slip boundary

condition on the flow. At the inlet of the models, a parabolic velocity

profile (spatial condition) was imposed as well as a physiologic blood

flow waveform (temporal condition) from a normal individual. These

flow waveforms were scaled to ensure a time-averaged Reynolds

number of 300 at the inlet of each model. At the outlets, a traction-free

boundary condition was applied.

Two entire cardiac cycles were simulated, and the results from the

second cycle were analyzed as time-averaged, and at peak systole and

end diastole. The blood flow velocity, the average WSS, and the areas

of low (�0.4 Pa) and high WSS (�1.5 Pa) were evaluated in the

aneurysm. These WSS thresholds were selected because of their asso-

ciation with pathologic states of the arterial wall.25

Statistical Evaluation
ANOVA tests were performed to evaluate the relative effect of the coil

configuration on the intra-aneurysmal hemodynamics at different

packing densities. The results for an entire cardiac cycle were taken

into account as samples for the tests. Before applying the tests, the

hypotheses of normal distribution, homogeneity of the variance, and

independence were confirmed for each sample.

Results

Qualitative Findings
Figure 2 depicts velocity magnitudes at peak systole on a fixed
aneurysm cross-section for case 2. Packing densities are shown

Fig 1. Results of virtual coiling for case 2. Untreated model (A ) and treated models corresponding to coil packing densities of 5.6% (B ), 11.2% (C ), 16.7% (D ), 22.2% (E ), and 30.0% (F ).

Table 1: Design parameters of virtual coiling experiments

Case
No.

Volume of
Aneurysm

Region
(mm3)

Coil
Diameter

(mm)

Coil
Length

(cm)
Coil

Shape
Coil Packing
Density (%)

1 107 0.304 5–30 Straight 6.8, 13.6, 20.0, 25.0, 31.5
2 423 0.457 4–30 Straight 5.6, 11.2, 16.7, 22.2, 30.0
3 635 0.457 4–30 Straight 7.0, 14.0, 21.0, 27.5, 32.0
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in Fig 2A, and Fig 2B compares different coil configurations.
The untreated aneurysms showed high-velocity regions with
strong flow impingement on the distal wall and a vortical flow
structure inside the aneurysm. For packing densities �11.2%,
inflow was disturbed and aneurysmal flow velocity was de-
creased, especially at the aneurysm fundus. As the number of
coils increased, a progressive reduction in the flow velocity
inside the aneurysm was observed. Nonetheless, small addi-
tional velocity reductions were associated with coil packing
densities �22.2%. Furthermore, Fig 2B shows how 2 coil con-
figurations for case 2 were able to visually induce substantial
differences on the flow fields at a low packing density, such as
11.2%.

Visualization of WSS distributions at peak systole and end-
diastole are presented in Fig 3A and B, respectively. Here, sim-
ulations for case 2 are shown with and without coils. A reduc-
tion of WSS was already observed for a low packing density of
5.6%, whereas above 16.7%, a stable low WSS throughout the
cardiac cycle was found at the aneurysm dome. A remarkably
high WSS at peak systole near the aneurysms’ neck were also
observed. Similar WSS distributions as well as flow structures
and velocity reduction trends were visualized for cases 1 and 3.

Quantitative Findings
Time-averaged velocity reduction inside the aneurysm based
on the untreated model was computed for the different coil
configurations and packing densities (Fig 4A). The velocity
reduction was almost independent of the coil configuration
for packing densities �25%. In general, velocity reduction in-
creased as packing density rose. For high packing densities
(near 30%), the coils induced a maximum velocity reduction
of approximately 70% for case 1, 65% for case 2, and almost
90% for case 3.

Figure 4B shows time-averaged aneurysmal WSS. For all
cases, a reduction in WSS was found after coiling, even for
those with lower packing densities. A progressive decrease of
the average WSS was observed as packing density increased.
For low packing densities (�10%), a large variability in the
average WSS was induced by the coil configuration, especially
for case 2, with 5.6% of packing density (mean WSS of 1.65 Pa
and SD of 0.4 Pa).

To analyze the evolution of the WSS in a cardiac cycle, the
areas of low (�0.4 Pa) and high (�1.5 Pa) WSS were com-
puted for each aneurysm. In Fig 5, these areas were presented
for 3 CFD models of case 2, including the untreated model (Fig

Fig 2. Blood flow velocity magnitudes in gray-scale for an aneurysm cross-section at peak systole for case 2. A, Changes in the velocity are presented with a fixed coil configuration and
increasing packing density. B, Two coil configurations are compared for packing densities of 11.2% and 16.7%. The coils are presented in yellow and the percentages represent the packing
densities achieved for each model.

Fig 3. WSS distributions for the untreated and several treated models for case 2, calculated at peak systole (A) and end diastole (B).
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5A). A clear difference in these areas is visualized between the
simulations with and without coils. After coiling, low WSS
areas increased and reached values of approximately 75% for
case 1, 60% for case 2%, and 95% for case 3. The high WSS
areas decreased and were approximately 20% for cases 1 and 2,
and �10% for case 3. Also, there were noticeable differences in
the WSS areas due to the coil configuration for a packing den-
sity �22.2% (Fig 5B), especially near peak systole. However,
these differences were less evident as packing density increased
(Fig 5C).

Analysis of Statistical Data
The ANOVA test results (Table 2) showed that there were
nonsignificant differences (P � .01) on the average WSS and

high WSS areas due to the coil configuration when packing
density was �20%. However, there were significant differ-
ences (P � .01) in the velocity reduction and low WSS areas
when the packing density was �22.2% in all 3 cases (case 2 had
the highest packing density). The only exception to this result
was for the low WSS areas in case 1, in which the differences
induced by the coil configuration were negligible. Table 2 also
shows that, for the studied cases, the hemodynamic variables
derived from different coil configurations were nonsignificant
for packing densities of approximately 30%.

Discussion
The present study aims at elucidating how packing density and
coil configuration might influence the intra-aneurysmal he-
modynamics. Four main findings were obtained from our nu-
meric modeling and data analyses. First, the intra-aneurysmal
velocity and WSS decreased as packing density increased. Sec-
ond, the influence of coil configuration on intra-aneurysmal
hemodynamics proved to be negligible for elevated packing
densities (near 30%). However for lower packing densities,
this influence was larger and statistically significant. Third,
aneurysmal flow velocity was reduced by �50% after the in-
sertion of the first coils (packing density �12%). Fourth, evi-
dence was found that the blood flow waveform is damped near
the aneurysm wall as packing density increases, which was
reflected in the flattening of the areas with low and high WSS.

These findings were obtained by qualitative observations,
analyses of quantitative data, and statistical evaluations of our
CFD simulations. The first hemodynamic variable analyzed

Fig 4. A, Time-averaged intra-aneurysmal mean flow velocity reduction rate. B, Time-averaged WSS in the aneurysm dome.

Fig 5. Variation of the aneurysm areas with low and high WSS expressed as a percentage of the whole aneurysm dome during one cardiac cycle for case 2. A, Untreated model. B and
C, treated models with packing densities of 22.2% and 30.0%, respectively.

Table 2: P values of ANOVA tests performed for each of the cases
at different packing densities

Case
No.

Packing
Density

(%)

P Value Obtained from ANOVA Tests for

Velocity
Reduction

Rate
Average

WSS

Low
WSS
Area

High
WSS
Area

1 20.0 .001* .981 .245 .834
25.0 .064 .988 .833 .886
31.5 .127 .941 .269 .723

2 22.2 .000* .927 .000* .309
30.0 .869 .981 .181 .956

3 21.0 .000* .373 .002* .163
27.5 .077 .601 .757 .583
32.0 .155 .655 .760 .552

* Means significantly different due to coil configuration (P � .01).
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was blood flow velocity inside the aneurysm. In Fig 2, a pro-
gressive reduction of the velocity inside the aneurysm was ob-
served as packing density increased. This finding is consistent
with previous CFD-based studies and in vitro experi-
ments.13,15,19,20,26 Particular flow patterns were visualized due
to the coil configuration (Fig 2B), which are associated with
the special location of the coils at the aneurysm ostium. Spe-
cific flow characteristics also were reported by an in vivo study,
in which short and disturbed streamlines were found near the
aneurysm wall.20

The second evaluated hemodynamic variable was average
WSS. In Fig 3, a stable (systole and diastole) low WSS distri-
bution (blue areas) was found as packing densities were
�16.7%. This was mainly observed in the aneurysm fundus.
Furthermore, high WSS (red areas) was localized at the aneu-
rysm neck, which is associated with the blockage and reflec-
tion of the flow stream due to the coils. These WSS distribu-
tions were previously observed in a CFD-based study
modeling the coils as a porous medium.18 Also, the reduction
of average WSS as packing density increased was noticeable in
Fig 3 by the increment of the blue area.

The third hemodynamic variable was the intra-aneurysmal
velocity reduction. In Fig 4A, the previous qualitative obser-
vations were confirmed as for the influence of packing density
and coil configuration on the local hemodynamics. The effi-
ciency of the coils reducing the intra-aneurysmal flow velocity
depends on coil configuration and packing density as is visu-
alized among cases. Furthermore, the dependency of the ve-
locity reduction on coil configuration was lower for high pack-
ing densities (�25%).

For our 3 cases, the insertion of the first coils (packing
densities �12%) produced the most important velocity re-
duction (�50%) inside the aneurysm. However, more vari-
ability of the velocity reduction was induced by low packing
densities (see cases 2 and 3 in Fig 4A). In general, an asymp-
totic trend of the velocity reduction was observed as packing
density increased. In other words, the last coils have a smaller
role in the velocity reduction inside the aneurysm. Addition-
ally, the maximum velocity reduction observed in Fig 4A for
our cases (70%–90%), corresponds well to previous CFD-
based studies18 and in vivo animal experiments.27

The last hemodynamic variables studied were the aneurys-
mal areas of low (�0.4 Pa) and high (�1.5 Pa) WSS, presented
in Fig 5. Here, the high/low WSS areas were damped by the
coils, suggesting that the hemodynamics near the wall tend to
be steady as packing density increases. However, the damping
was strongly related to packing density. Furthermore, most of
the variations in WSS areas happened near the aneurysm neck
(Fig 3), thereby WSS at the aneurysm dome was almost time-
invariant. This steady hemodynamic condition at the aneu-
rysm wall combined with the previously mentioned low-shear
stresses and low-velocity flow might be favorable hemody-
namic conditions to isolate the aneurysm from the blood-
stream.9,28 In addition, it was observed how coil configuration
reduces its influence on hemodynamics when packing density
increases (Fig 5).

The statistical tests were performed to study the variability
induced by the coil configuration as packing density increased
on the studied hemodynamic variables. We found that coil
configuration has an influence on intra-aneurysmal hemody-

namics when packing density is low. However, the hemody-
namic dependence on coil configuration was reduced as pack-
ing density increased. This dependence was statistically
nonsignificant (P � .01) for packing densities of approxi-
mately 30%.

From our results, we observe that intra-aneurysmal hemo-
dynamics tend to stabilize as packing density increases and
becomes independent of coil configuration. However, the re-
ported packing densities do not ensure the success of coiling,
mainly because the required hemodynamic conditions to war-
ranty aneurysm occlusion by coiling are unknown. Also, the
presented results are based on the flow waveforms imposed as
boundary conditions, which were physiologic and measured
under rest condition but neither patient-specific nor generic.
As it has been found that local hemodynamic forces are asso-
ciated with heart rate and aneurysm geometry,29 further inves-
tigation is required to generalize or extrapolate our findings to
other physiologic flow waveforms (different heart rate, flow
rate, or waveform shape) and different vascular morphologies.

Our results have proved to be comparable to previous
CFD-based studies with coils, but our virtual coiling tech-
nique presents some advantages over these. The first advan-
tage is that our technique has the potential of becoming rele-
vant in clinical practice. It is able to reproduce the wide range
of packing densities as it is obtained in real interventions6-8

and in vitro experiments30 with coils. Furthermore, it consid-
ers the geometric specifications of coils, such as wire diameter
and length, and can be used in patient-specific geometries. The
technique uses medical images before treatment to extract the
3D representation of the vasculature, and the manual defini-
tion of the ostium to constrain the space occupied by the coil
models provides a tool for preoperatory hemodynamic assess-
ment. In addition, the use of images after treatment allows us
to extract similar regions to insert the coils as the regions vi-
sualized with medical images, which provides postoperative
hemodynamic assessment.

The other advantage is the explicit modeling of the coils,
which allowed us to investigate the influence of coil configu-
ration and packing density on the intra-aneurysmal hemody-
namics. Certainly, packing density can be modeled with a po-
rous medium approach by setting the porosity,16,18,19 but the
simulation of different coil configurations is not trivial due to
the assumptions of homogeneity and isotropy of the medium.
In contrast, a study by Cebral and Löhner15 proposed an ex-
plicit modeling of the coils for further CFD analysis. However,
it is not clear the packing densities that can be achieved with
the generation of arbitrary objects and more specifically, the
coil distribution near the aneurysm walls. Finally, the helical
coils presented by Schirmer and Malek13 in an idealized aneu-
rysm geometry are fully user-dependent and did not achieve
high packing densities.

Despite these advantages and our interesting findings, this
work has some limitations. One limitation is that the coils
were assumed as rigid bodies and their motion was not al-
lowed in our CFD simulations, which means that the coils
were not affected by the flow. Although this assumption con-
siderably simplifies the numeric solution, coil deformation as
well as a more precise interaction with the flow should be
taken into account to investigate other relevant issues related
to this therapy, such as coil compaction. Also, another limita-

AJNR Am J Neuroradiol 32:1935–941 � Nov 2011 � www.ajnr.org 1939



tion is that the vessel and aneurysm walls were considered as
rigid bodies due to the lack of information regarding wall
thickness and mechanical properties of the tissue. Neverthe-
less, such choice is supported by several CFD-based studies
that assumed the rigid wall condition and claimed that this
effect is minor compared with others, such as lumen
morphology.15,16,18,19,31

A CFD simulation able to assess the success or failure of
coiling an aneurysm should consider the thrombus formation
inside the aneurysm. In this work, thrombus formation was
not tackled because efforts were mainly focused on evaluating
the hemodynamic resistance of the coils as these have been
found to be relevant experimentally.21 In addition, thrombus
formation has been related to hemodynamics and blood vis-
cosity.9 Our study was limited to the use of a Newtonian model
for blood viscosity, and further investigation is required to
establish the influence of the non-Newtonian behavior of
blood on the hemodynamics of coiled aneurysms. The as-
sumption of Newtonian flow is justified because it has been
reported to be as good as non-Newtonian models in similar
studies in arteries with aneurysms compared with the uncer-
tainties introduced by geometric models.31 This aspect also
has been recently used to assess the effect of flow diverters on
intra-aneurysmal hemodynamics.32 However, the consider-
ation of a non-Newtonian model opens questions such as
which non-Newtonian model (eg, Casson, Herschel-Bulkley,
or Power law) represents more accurately the behavior of
blood and why, what are the differences and similarities com-
pared with a Newtonian model, and whether these differences
are meaningful.

Conclusions
We have studied the influence of coiling treatment on intra-
aneurysmal hemodynamics in 3 patient-specific aneurysm ge-
ometries by using a virtual coiling technique and CFD model-
ing. Four main findings were extracted from our results. First,
coils attenuate blood flow velocity and WSS with increasing
packing density. Second, the influence of coil configuration on
intra-aneurysmal hemodynamics is reduced with increasing
packing density, such that no significant influence (P � .01) is
found for packing densities of 30%. Third, the first inserted
coils (packing density �12%) cause �50% of the velocity re-
duction inside the aneurysm. Finally, a damping effect is ob-
served on WSS areas due to the coils, which creates a stable
hemodynamic condition inside the aneurysm.

Appendix

Virtual Coiling Technique
The virtual coiling technique uses a dynamic path planning
approach to insert one-by-one the coils inside a closed geom-
etry (in this case, aneurysm geometry was defined by its wall
and ostium). Inserting a coil means consecutively selecting the
next position of the coil tip. This position is selected among a
set of candidate positions around the tip by evaluating a po-
tential field � for each of them. The candidate position with
the lowest � is chosen as the next tip position. In this way, the
algorithm inserts a coil (creates a path) by advancing the coil
tip.

The potential field � has 4 rules (or subpotential fields) that
mimic the observed behavior of coils during their placement.

� � �A � �C � �D � �PB

The first rule �A constrains the region where the coil tip is
allowed to move, and it is limited by the aneurysm wall and the
ostium. It ensures that the coil tip remains inside the aneu-
rysm, and it is defined as 0 inside the aneurysm and 1
elsewhere.

The second rule �C avoids the collision between coils and
keeps the coil tip away from highly dense coiled areas. The rule
�C takes values between 0 and 1, being 1 when the evaluated
position is occupied by a previously inserted coil.

The third rule �D considers the deformation of the coils.
Basically, the larger the angle of the evaluated candidate is,
compared with the previous direction, the larger �D will be.
This rule presents values between 0 and 0.5, being 0 for an
angle equal to 0 and 0.5 when the angle of the candidate posi-
tion is �.

Finally, the rule �PB is meant to solve the situation where
the tip is trapped by the aneurysm wall, other coil(s), or both,
which means that all candidate locations have � � 1 (dead-
end). In this situation, the algorithm pulls back and advances
the coil tip in a different direction.

To initialize a coil, a set of candidate initial positions is
created and the minimizing �C � �D is selected. For the first
inserted coil, only �D is considered, which is compared with a
direction provided by the user. This guarantees that by chang-
ing this initial parameter, the coil configuration is changed.

Virtual Coiling Technique Assessment
To assess the effect of the virtual coiling technique on hemo-
dynamics in comparison with the real coils,24 a CFD model
was generated from medical images available for a coiled an-
eurysm. The aneurysm was located at the right middle cerebral
artery, and treated with a 43% packing density.

To construct the CFD model, a 3DRA image of the patient
was segmented, cropped, cleaned, and smoothed to obtain the
vascular model of the aneurysm and parent artery. Then, the
virtual coiling technique was used to insert in the vascular
model the same number of coils with the same geometric char-
acteristics as in the real treatment. To set the boundary condi-
tions of the CFD model, pseudopatient-specific conditions
were imposed. A time-intensity curve was extracted from the
DSA image sequence at the location of the model inlet. This
curve was calculated as the average pixel intensity in a region
near the inlet for each time instant. This information was used
as boundary condition to solve an advection-diffusion equa-
tion to calculate the transport of a contrast material, modeled
as a mass-less scalar.

After the CFD simulation, a set of virtual angiographic im-
ages were created. These virtual images were qualitatively
compared with the DSA image sequence of the patient and a
good agreement between these was found. Time-intensity
curves also were measured at several control regions along the
vasculature on the DSA and virtual images (CFD-based) for a
quantitative comparison, including locations downstream of
the coiled aneurysm. The comparison of both time-intensity
curves showed an excellent correlation in all the evaluated
control regions.
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